M.D.L. Insulated Steel Door

Features

* 1 3/16" X 4 9/16" wood jambs and header
* Full Aluminum sill - Thermally broken

* Prime painted 6 panel insulated steel door
* O/A unit size 37 1/2" X 81 5/8"

» Stock prehung unit 3/0 X 6/8

* Right or Left Inswing

Options

Windows (22" X 36")
- One light
- Nine light
- Vented light
Locksets
Passage Sets
Door Closures

PO Box 130
35 C Meredith Stresl

POP NG

TalJFax. T05-859-3637
Toll Frea: 1-855-858-3637
Wty larrasiar ca
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_ THE AS DOOR SERIES

ADDITIONAL FEATURES

+ Full 1-3/4" thick panel wi26 Ga. skins

+ Exclusive inner lock design puts frame on inside of door for guality
commercial appearance

+ All steel frame - all steel skin, pre-hung 4-way universal swing

+ Frame has commaon headerfthreshold and nailing and
non-nailing jamb and meets handicap specifications

+ Mylon lockset insert eliminates lockset loosening - no wood block to
deteriorate or absorh moisture

+ Pre-finished steel frame with Dual Contact weather stip
+ Fixad-pin hinges
+ 2 3i4" backset standard

AS3

THE AS3 DOOR

- ) ADDITIONAL FEATURES
e + Availablz in white
\\ i i + Smooth panel design on both sides
[N, W 4 + Universal 4 way swing, unless supplied with a window
b . \ + 24 Ga skin optional
s, ) ) + ' X 6'8" stock size

THE AS3 CROSS BUCK

ADDITIONAL FEATURES

+ Available in white only

+ Cross buck design on both sides
+ Must specify swing when ordering
+ Special Order

THE AS6 DOOR

ADDITIONAL FEATURES

+ Available in white only

+ & panel design on bhoth sides

+ Must specify swing when ordering
+ Special Order

i
w
g |
2
g |
= “ap

6-PANEL

PO Box 130

35 C Meradith Streal
N

POP 1ND

Tel fFax. T0S-859-3637
Toll Free: 1-835-855-3637
May 2011 Page 20 wrel_lorrastar ca




THERMAL 8 DOOR

HEAVY-DUTY PRE-FINISHED STEEL DOOR

FEATURES

« Full thermal break of jambs, header ! threshold and pansl
« 168 Ga. ¥ 3 172" pre-painted jambs - white or bronze

+ 24 Ga. pre-painted door panel white, bronze, brown

+ Full perimeter weatherstripping

+ Universal 4 way swing

« 30" x 58" and 3-0" x 7-0" standard sizes

+ Three fixed pin hinges

+ Nylon lockset insert

+ Adjustable sirike plate

+ Special Order

THERMAL 8 -6 PANEL

FEATURES

+ Full thermal break of jambs, headernithreshold and panel
16 Ga. x 3 1/2" pre-painted jambs white

Full perimeter weather-stripping

Mylon lockset insert

Three fixed pin hinges

+ Must specify swing when ordering

+ Adjustable strike plate

i (@

+ Special Order

THE THERMAL BREAK
GQUALITY DOOR PROVIDES
+ Excellent energy savings

+ Aftractive seamless appearance
+ Economy with durability

» Ease of installation

+ Low maintenance (no painting)

PO.Box 130

35 C Maredith Streat
Manitowaning, ON
RASTAR
Tel SFax. TO5-859-3637

Toll Frea: 1-855-858-3637
wany_larrastar ca
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STAINLESS SERIES

STAINLESS STEEL DOOR

FEATURES

« Full thermal break of jambs, header/threshold and panel
* 16 Ga. ¥ 3 1/2" stainless steel jambs

+ 24 (Ga. 304 stainless steel door panel

+ Full perimeter weather-stripping

« 3-0% x 68" and 3-0" x 70" standard sizes

* Mylon lockset insert

+ Stainless steel roller bearing fixed pin hinges

« Adjustahle strike plate

THERMAL BREAK QUALITY DOOR PROVIDES:
« Excellent energy savings

« Atfractive seamless appearance

« Economy with durability

« Ease of installation

« Low maintenance (no painting)

+ Special Order

The Ideal Door For
High-Corrosive, High-Moisture
Environments

NON-COLLAPSIBLE
NYLON LOCKSET INSERT

» Eliminates locksat loosening 16 GA. STAINLESS STEEL
» Mo wood block to deteriorate FRAME DUAL CONTACT
or ahsorh moisture WEATHER STRIP
PO.Box 130
35 C Meredith Stroat

Manitowaning, ON
i RASTAR
Tel fFax. T05-859-3637 ;

ol Fme: 1.655.850.56T Bullding Produets Ine.
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35 C Maredith Streat
Manitowaning, ON

FOP AND

Tel SFax. TO5-859-3637
Toll Frea: 1-855-858-3637
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A-1 STAINLESS

STAINLESS STEEL DOOR
FEATURES

« Aluminum frame mill finish with stainless steel panels or
one side stainless and one side white

« 24 (33. 304 stainless steel door panegl
+ Stainless steel fixed pin hinges
+ Full perimeter weather-stripping
* Pre-Hung Universal 4 way swing
« 30" % 68" and 3-0" x 7-0" standard sizes

+ Nylon lockset insert eliminates lockset loosening. Mo wood
hlock to deteriorate or absork moisture.

+ Adjustable strike plate

+ SPECIAL ORDER

The Ideal Door For
High-Corrosive, High-Moisture
Environments

THE 304 STAINLESS STEEL
PANEL DOOR PROVIDES

» Excellent energy savings

« Aftractive seamless appearance

+ Economy with durability

« Ease of installation

« Low maintenance (no painting)

NON-COLLAPSIBELE
NYLON LOCKSET INSERT
* Eliminates lockset lnosening

« Mo wood block to deteriorate
or absorh moisture

May 2011



The Classic Dutch Door

1 3/4" Thick HD Panels Traditional Crossbuck

Heavy Duty
Gear Hinge

Dutch Door features:

» 16 gauge pre-painted
steel jambs

» [Init dimension actual size -
50-13/16" x 889-1/4"

« Economy with durability

» Ease of installation
with pre-set nailing flange

* L ow maintenance { no painting )

» Door is prehung in16 gauge
frame (pre-painted) - no job site
assembly required.

Color Insert Kits
are available
Heavy duty steel perimeter frame
PO.Box 130
» Special Order SCME;:;I_
POP 1NO
Tal/Fax. T05-859-3637

Toll Frea: 1-855-859-3637
May 2011 Page 24 wonlarras tar ca




DOOR ACCESSORIES

,L_J'= = m—) . )
~' PANIC HARDWARE/KNOB
DRL-100324
i N
/ 2
. ' " CLOSURE
2 — DRL-100285

s S

DRL-200309

DRL-200201

.

DRL-200200-E

W
o) s

- £
DRL-200204

)
h,{?

LATCHGUARD
DRL-200233

PO.Box 130

¥ C Meradith Streat
Manitowaning, ON

POP 1NO

TelSFax. T05-859-3637
Toll Frea: 1-855-858-3607
wnw_ lafrasiar ca

PART # DESCRIPTION
DRL-100324 Panic hdw w! ball knob, flush mount
DRL-200282 Panic hdw w/ lever lock, flush mount
DRL-100325 Panic hdw only
DRL-100285 Door closure #3 reg arm
DRL-200309 Commercial lockset, stainless
DRL-200316 Commercial knob privacy, stainless
DRL-200317 Commercial knob dummy, stainless
DRL-200313 Commercial knob passage set, stainless
DRL-200201 Standard knob lockset
DRL-200275 Standard knob passage

DRL-200202L&0 Std. lock and deadbolt set
DRL-200204 Std. deadbolt
DRL-200202 Commercial deadbolt, stainless
DRL-200200E Std. lever lockset
DRL-200200F Std. lever passage
DRL-200192 Commerical lever lockset, stainless
DRL-200045 Commerical lever passage, stainless
DRL-200047 Commerical lever dummy, stainless

PART # DESCRIPTION
DRL-200233 Latch guard
DRL-200235 Kick Platz, Aluminum 10 x 34
DRL-200236 Pull plate, Aluminum 3 1/2 x 15

DRL-200236-2 Pull plate w/ 1-1/8 for deadbolt 3 1/2 x 15
DRL-200237 Push plate, Aluminum 3 1/2 x 15
DRH-200329 Stainless steel ball bearings hinges
DRH-100364 Fixed pin hingas

—

Bullding Preducts Inc.

Page 25
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PART # DESCRIPTION
DRW - 1010 10 x 10 WDW KIT 1" 10" X 10"
DRW - 1616 16 x 16 WDW KIT DRI (1 ["'g:”ﬁm
DRW - 0424 4% 24 WDW KIT 1" -
" 4" X 24"
DRW - 2024 20 x 24 WDW KIT 1 et
DRW - 20249 20 x 24 WDW KIT 1" -9 LITE
DRW - 2230 22 x 30 WDW KIT 1" —
DRW - 22309 22 x 30 WDW KIT 1" -9 LITE
DRW - 0764 7 x 64 1-LT WDW KIT 1"
DRW - 2264 22 % 64 1-LT WDW KIT 1
20" X 24" 20" X 24"
DRW-2024 9 LITE
MDL-1Lite 22 x 36 WINDOW KIT 1" DRW.-2024
MDL-9Lite 22 x 36 WINDOW KIT 1" - 9 LITE
22 x 36 WINDOW KIT 1" - vented DDD
MDL-Vented (vertical slider with screen) |:||:||:|
PART # DESCRIPTION DDD
DRW-161655 | 16 x 16 STAINLESS STEEL VISION PANEL TR TR
DRW-2230SS |22 x 30 STAINLESS STEEL VISION PANEL DRW-2230 9 LITE
DRL-200310 DOOR CLOSURE, STAINLESS DRW-2230
PANIC HARDWARE W/ BALL KNOB,
DRL-100307 L [
PANIC HARDWARE W/O KNOB, L
DRL-100305 L
DRL-300059 ASTRAGAL ., STAINLESS L LIl
DRL-200252 KICK PLATE, 10" x 34", STAINLESS
DRL-200312 PULL PLATE, 3 1/2" x 15", STAINLESS o T
DRL-200311 PUSH PLATE, 3 1/2" x 15", STAINLESS MDL - 1 LITE MDL
9 LITE
?"ﬁﬂi" 22" X 64"
DRW 0764  DRW-2264
PO Box 130
3% C Maradith Stresd P
Manitowaning, ON
POP NG
Tal fFax. T05-859-3637 nﬂE”n mn
Toll Free: 1-855-859-3537 g eI
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